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Abstract. The article considers the problem of navigating mobile robots and finding the best way to the goal in 
real-time in a space surrounded by unknown objects. The motor actions of the robot must be defined and adapted to 
changes in the environment. When using only laser scanners on mobile work, objects above or below the lasers' level 
will remain obstacles to the robot. Current algorithms and principles of navigation are considered. Extended the exis- 
ting real-time interference detection system using lasers by adding a camera that calculates the length of objects. The 
new system has been successfully implemented and tested in a mobile robot, ensuring the passage of the road providing 
collision-free paths. The obtained simulation results are presented in the article. The existing problems of navigation of 
mobile robots, which are moving in the particular area from their position to the specified destination on the map, were 
investigated. The current problem is the inability to spot objects that are not on the same level as the mobile robot's 
lasers. Moreover, the task is complicated when you need to recognize such objects while the robot is moving in real 
time. The current algorithms and principles of navigation given by previous research and publications are analyzed. As 
a result of the work, the existing system of recognition and avoidance of obstacles was expanded. Prior to that, the sys- 
tem used only odometry and information obtained from laser scanners, without obtaining data from other sources of en- 
vironmental information. The idea of development was to use a camera, which was already part of the components of 
the researched mobile robot. It has become possible to generate a pointcloud relative to the environment, using a depth- 
sensing camera to calculate the distance to objects. Because the density of the received data in the form of a pointcloud 
is too high for further processing, a downsample VoxelGrid filter was used, which reduces the density of the point 
cloud. VoxelGrid belongs to the PCL library. Another problem was the removal of information about unnecessary 
objects in the camera's field of view. These include the floor, ceiling, parts of the robot (such as a manipulator). 
The PassThrough filter from the PCL library was used to solve this problem. The next step is to process the filtered 
data using OctoMap. As a result, an octree is generated. A top-down projection is created from the octree generated in 
the previous step. The resulting projection must be processed and converted into polygonal obstacles. Only then they 
will be marked by teb_local_planner as obstacles. The developed system was successfully implemented and tested both 
in the Gazebo simulation and in the researche mobile robot. The path with obstacles will be completed without colli- 
sions. The paper presents the obtained test results. 
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Anorauia. Y poOori posriaqaeTeca mpoOsema HaBirallli MOOWIBHHX POOOTIB Ta 3HaxOJPKeHHA HalOUTHMasIbHI- 
WOro WWIAXYy JO Wis B peasIbHOMY 4aci Ha MWIOW[MHi B OTOYCHHI HEBIJOMO PO3TAaLIOBaHHXx 00’eKTIB. Pyxosi ii pobota 
MOBHHH1 BH3HauaTHCA Ta aaliTyBaTHCad JO 3MiH HaBKOJIMUIHBOro cepegxoBuula. IIpu BUKOpHCTaHHI TIIbKM Ja3epHux 
CKaHepiB Ha MOOWIbHOMY poooti, 0O'eKTH, AKi 3HAXOJATECA BUC UH HWKYE PiBHA azepiB, OyAyTb 3aNMWaTHcA Tepe- 
WIKOJaMH Aya poOora. PosriaHyTO aKTYaJIbHI aITOPpHTMH Ta UPHHUMMH HaBiralii. PosumMpeHo icHyrouy CHcTeMy po3- 
TH3HaBaHHA TepelikKO y peaIbHOMY 4aci 3 BAKOPHCTaHHAM J1a3epiB WIIAXOM JOJaBaHHA KaMepH, 1Ka pO3paxOBye JOB- 
*KHHY 0 00’exTiB. Hoga cuctema Oya ycmilHo peasi30BaHa Ta BUTIpoOyBaHa Ha MOOWIbHOMYy poooti, 3a0e3reuyro4uH 
TIpOXOJDKEHHA WWIAXy Oe3 3ITKHeHb. OTPUMaHi pe3yIbTATH MOJeOBaHHA MIpescTaBseHi B poOoTi. byso0 FocmiKeHO 
icHy!IO4l NpoOsemu HaBiralii MOOWIBHUX poOOTiB, AKi PyXaIOTbCA Ha MOBEPXHi BI CBOTO NOJOXKEHHA TO 3a3HayeHoi 
MeTH Ha KapTi. AKTyaJIbHOIO IIpOOeEMOIO € HEMOXKJIMBICTh MOMINATH OO’€KTH, AKI pO3TaLIOBaHi He Ha OJHOMY PiBHi 3 
PiBHeM J1a3epiB MOOWIbHOrO poboTa. bisbUI TOTO, 3aBaHHA YCKMaHIOCTBCA, KOJIM MOTPIOHO poOsili3HaBaTH Taki 00’€K- 
TH Mi Yac pyxy poOoTa B peabHomy yaci. IIpoanami30BaHo aKTyaJIbHi aJIrOpHTMHU Ta NPHHUMMM HaBiralli, IpHBezeHi 
B MHHYJIMX JOC PKEHHAX Ta WyOmMiKalliax. Y pe3sybTaTi poOoTu Oyo posiMpeHo icHyIo4y CHCTeMy po3Ili3HaBaHHA 
Ta OOxoKeHHA MepewKo. Jlo Wboro cHcTeMa BHKOpHCTOByBalla JIMIWe OOMeTPpirO Ta iH(:pOpMalilio, OTPHMaHy 3 Jia- 
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3€PHUX CKaHepiB, He OTPHMYIOUH JaHUXx 3 IHWINX JpKepel 1HpopMallli po HaBKONHUIHE CepezoBuute. Iecro pospoOKu 
cTailO BAKOpHCTaHHA KaMepH, AKa BK BXOJMJIa JO CKay KOMMOHEHTIB JOC KyBaHoro MOOIIbHOrO pooota. [3 Bu- 
KOPpHCTaHHAM KaMepH, WO CUIpHiiMae rIHOMHY, pospaxOByIOUN BIACTaHb JO 00’eKTIB, CTaIO MOXKJIMBUM reHepyBaTH 
XMapy TOUOK BIJHOCHO HaBKOJIMUIHBOTO CepexOBUIa. OCKIIbKM WWIbHICTh OTPHMyBaHHX aHux y BHTJIAi XMapH TO- 
YOK € 3aBEJIMKOIO JIA MOZatbwo0i oOpoOKu, Oyo BuKOpuctTaHo downsample dinstp VoxelGrid, uo 3MeHutye WiIb- 
HicTb xMapu TouoK. VoxelGrid BiquHocuTEcsA Bo OidsioTeKH PCL. Noganpuoro mpoOsemoro Oyo BHAaIeHHsA iH:opMa- 
Wii WIOA0 3aMBuX 00’eKTIB y HOT 30py Kamepu. Jlo Hux MOKHa BIHECTH MWIOry, cTesO, YaCTHHH pobotTa (Taki, AK 
MaHinynatop). Jt BUpiLIeHHA Wei mpoOsemu Oyo BuKOpucTaHo PassThrough dinzptp i3 OiOmioTeku PCL. Hactyn- 
HMM KpOKOM € oOpo6ka BiAiIbTpOBaHHX aHux 3a Jonomororo OctoMap. Y pe3ybTaTi Yoro reHepyeTbCA epeBo OK- 
TaHTIB. [3 WepeBa OKTAHTIB, 3reHepOBaHOrO B MOMepeAHbOMY eTAalll, CTBOPIOETLCA MPOEKLIA B HalIpAMKY 3BeEpXy BHH3. 
OtpyManHa MpoeKiia MOBMHHa OyTH OOpoOsIeHa Ta TlepeTBOpeHa B MOIITOHAJIbHi NepewiKOAM. TiIbKH B IbOMY BHadKy 
BOHH OyAyTb HomiyeHi teb_local_planner ax nepemikoqu. PospoOseHa cuctTema OyjsIa ycIiWIHO peasli30BaHa Ta BHIIpO- 
OyBaHa AK y cuMysauli Gazebo, Tak i Ha JOcu»KyBaHOMy MoOWIbHOMy poooti. ITpoxowKeHHA WWIAxy 3 NepelikoyqaMu 
Oye BUKOHaHO 6e3 31TKHeHb. Y poOoTi HaBeeHi OTPHMaHi pe3yJIbTAaTH BUNIpOOyBaHHA. 

Ksrouosi copa: ROS; Hapirattiq; MOOMbHI poOOTH; yYHHKHeHHA TMepelikoOy; epeBO OKTaHTIB; J1azep; XMapa 


TOUOK. 


Introduction 

Mobile robotic systems are used today 
in a wide variety of industries. The wider the 
scope of their application, the more stringent 
the requirements for their performance for 
specific tasks become. One of the most ur- 
gent such requirements relates to the autono- 
my of the robot and its navigation capabilities 
[1]. 

Navigation remains the main problem 
of all currently existing mobile devices mo- 
ving independently. For successful naviga- 
tion in space, the on-board system of the ro- 
bot must be able to plan a path, as a strategy 
to find a path towards a goal location, cor- 
rectly interpret information about the world 
around it received from the sensors. More- 
over, the robot should control movement pa- 
rameters, its own coordinates, and be able to 
adapt to environmental changes. 

Robotics develops more and more every 
year. New approaches are being created to 
solve the problems of motion, localization, 
and automation of robots. Many models have 
made great strides in solving various prob- 
lems. A lot of technical complexes are created 
for military purposes: target detection, its eli- 
mination. Robot firefighters are being created; 
rescue robots capable of getting people out of 
the water, from the rubble of collapsed 
buildings. 

One of the many trends in robotics is 
the transition from remote-controlled sys- 
tems, which require constant human partici- 
pation to perform all the robot's actions, to 
autonomous systems in which the operator 
only indicates the final and intermediate 
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goals. This is convenient for carrying out 
alien research, where a large signal delay 
does not allow remote control [2]. 

Problem Statement 

One of the most challenging aspects of 
autonomous outdoor mobile robot navigation 
is reliability. That is, a mobile robot must be 
able to reach its destination safely, every 
single time, not only avoiding collisions to 
obstacles and humans around it, but also suc- 
cessfully driving through difficult paths such 
as slopes, bumps, or potholes. 

Mobile robots should be equipped with 
different sensors that will transmit data about 
the environment. When using only laser scan- 
ners on mobile work, objects above or below 
the lasers' level will remain obstacles to the 
robot. Obstacles above or down the level of 
the laser scanner cannot be recognized. Thus, 
the route is built incorrectly. Consequently, 
the robot encounters obstacles. 

Analysis of recent research and 
publications 

After analyzing modern work in the 
field of mobile robot navigation and avoiding 
obstacles in real-time, it was found that in 
contemporary control theory, research in ro- 
botics, the most promising areas of develop- 
ment are the use of algorithms based on data 
processing from sensors. 

The authors of [3] focus on the internal 
system of localization of the robot on the ba- 
sis of ultrasound. The proposed solution is to 
measure the position of robots calculated 
using triangulation formulas. 

The algorithm developed in [4] allows 
determining the position of robots at any 
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time, using the position of landmarks. The al- 
gorithm takes into account asynchronous 
time steps and disparate measurement data to 
develop its estimates. 

One of the simplest means of move- 
ment on the specified route is odometry, 
which is based on establishing the route of 
movement of the robot by determining the 
movement of the robot wheels [5]. The 
strong disadvantage of this technique is the 
accumulation of error during movement, so it 
is advisable to use it with other means of na- 
vigation, to correct this error [6]. 

The aim of the research 

The aim of the research is to create a 
real-time obstacle recognition and avoidance 
system, using sensors to ensure the road of 
the path without collisions with objects that 
are not on the same level as the lasers. 

The goal is to explore recent studies 
about the 2D obstacle avoidance for a mobile 
robot. Develop an improved method for ob- 
stacle detection in a dynamic environment, 
plan the route for a mobile robot with avoi- 
dance of detected obstacles. The developed 
solution should take pointcloud as input data. 

The algorithm is based on processing 
pointcloud data to an octree, building project- 
tion, and converting it to obstacles. 

2D navigation in ROS 

There two types of mobile robot navi- 
gation: 2D and 3D. 3D is applicable for fly- 
ing robots when the topic of this research is 
2D navigation. The robot, the subject of the 
research, only able to move with wheels in 
2D space. 

ROS itself provides an implementation 
of several 2D navigation approaches called 
2D navigation stack. The stack takes infor- 
mation from sensors, odometry, and goal 
pose and gives velocity commands to move 
the mobile base safely. As a pre-requisite for 
navigation stack use, the robot must be run- 
ning ROS, have a tf transform tree in place, 
and publish sensor data using the correct 
ROS Message types. Also, the Navigation 
Stack needs to be configured for a robot's 
shape and dynamics to perform at a high 
level. 

Action’s implementation is provided in 
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the move_base package. The given goal in 
the world needs to be reached with a mobile 
base. A global and local planner are linked 
together by the move_base node to accomp- 
lish its global navigation task. In the 
nav_core package 
nav_core::BaseGlobalPlanner interface is 
specified and global planner is adhesive to it. 
The same situation with any local planner. 
Any local planner adhering to _ the 
nav_core::BaseLocalPlanner interface from 
the nav_core package. 

The node maintains two costmaps, 
from the global and local planners, which are 
used to accomplish navigation tasks. 

Timed Elastic Band optimizes the ro- 
bot’s trajectory with an execution time local- 
ly, separation from obstacles, and compliance 
with kinodynamic constraints at runtime. The 
teb_local_planner package performs a plugin 
to the base_local_planner of the 2D naviga- 
tion stack. 

An online optimal local trajectory plan- 
ner for mobile robot's control and navigation 
is implemented by this package as a plugin 
for the navigation package in ROS. 

The original trajectory, which is gene- 
rated by a global planner, is optimized during 
runtime. As a result, trajectories’ execution 
time minimizing, separation from obstacles, 
compliance with kinodynamic constraints 
like satisfying maximum accelerations and 
velocities. 

The current implementation complies 
with the kinematics of non-holonomic robots 
such as differential drive and car-like robots. 
Support of holonomic robots is included 
since Kinetic. 

Types of sensors 

There are several types of sensors. The 
investigated robot has two types of sensors: 
planar laser scanners and depth cameras. 

Laser SICK $300 is used as the main 
environment scanner for navigation. It is a la- 
ser scanner with a scanning angle 270 and an- 
gular resolution 0.5. 

The other type of sensor is a depth ca- 
mera. The depth camera is represented by the 
Intel Realsense D435 camera. Using a dual 
camera rig provides a depth image that can be 


27 


converted to pointcloud. This conversion is 
done by ROS Realsense camera node. When 
the camera is set up appropriately in the robot 
description in the same place as in the real 
world, the node will provide pointcloud data 
relative to the robot. If the robot is well posi- 
tioned, the data will be relative to the world 
as well. 

The density of the provided raw point 
cloud is too big. It can be safely down- 
sampled to dramatically less density. It is 
done with the VoxelGrid filter provided by 
PCL. 

PCL also provides another very useful 
filter named PassThrough which is used to 
cut too low and too high data (floor and cei- 
ling) which should not be treated as an ob- 
stacle. And we cut too close objects which 
are parts of the robot itself, usually, it is arm 
appears in camera sight. 

SLAM 

SLAM -— simultaneous localization and 
mapping, is an approach to process multiple 
frames and sensor positions to build a volu- 
metric model of the environment. 

Visual slam can be performed even 
with a single camera (monocular) setup. It is 
cheap and straightforward. Depth is not fully 
available from one image; instead, we need 
multiple images to match them and compute 
a disparity. 

With two cameras, it is even easier — 
we have a fixed distance between cameras 

Having the disparity, we can set a di- 
stance from the camera for each point and, 
based on it, build a 3D representation of an 
image for the current frame. 

The whole SLAM approach implies 
building a full map. SLAM can use multiple 
different types of sensors, and the powers and 
limits of various types of sensors have been a 
significant driver of new algorithms. Statisti- 
cal independence is required to cope with 
metric bias and noise in measurements. Data 
from different types of sensors can be pro- 
cessed by different SLAM algorithms whose 
approaches are more compatible with the 
sensors. Laser scanners or visual features 
provide details of many points within an area, 
sometimes rendering SLAM inference is un- 
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necessary because shapes in these point 
clouds can be quickly and unambiguously 
aligned at each step via image registration. At 
the opposite extreme, tactile sensors are too 
sparse as they contain only information about 
points very close to the agent. Hence, they re- 
quire strong models to compensate in pure 
tactile SLAM. Most applicable SLAM tasks 
are somewhere between these visual and tac- 
tile areas. 

We can use odometry, GPS, and locali- 
zation based on joint angles for localization, 
based on camera images. 

Octree with OctoMap 

An octree is a tree in which each vertex 
has eight children. Octal trees are most often 
used to divide three-dimensional space by re- 
cursive partitioning into octants. Octrees are 
hierarchical tree structures that describe each 
region of 3D space as nodes. 


Fig. 1. Octree on sample data 


Usually, octrees are widely used in 
computer science. They have generic data 
structures that is why they are an appropriate 
way of storing information in an area on un- 
parameterized meshes. 

The OctoMap library implements a 3D 
occupancy grid mapping approach, providing 
data structures and mapping algorithms. The 
map implementation is based on an octree. 
This model data can then be used for naviga- 
tion and obstacle avoidance. 

OctoMap provides converting point 
cloud data to occupancy grid octree. Then 
these occupied octants(voxels) are projected 
to the floor providing an image of the occu- 
pied area. 
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Projection to obstacles 

But projection itself is not an obstacle 
for the navigation stack. The most appro- 
priate input with obstacles for the navigation 
stack is an obstacle topic teb_local_planner 
subscribed on. It can consume obstacles as 
point obstacles or polygons. 

Firstly, direct conversion from occu- 
pied pixels to point obstacles were deve- 
loped. This solution does not provide needed 
path planning because teb_local_planner tries 
to build the route through the obstacle bet- 
Fig. 2. Octree based on a recognized object ween close points where is not enough space 
to go. 

The better way is to build polygons 
around the occupied areas on the projection. 


PCL (Point Cloud Library) 


Downsampling Cutting the floor Cutting the arm 


Point cloud 
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Fig. 3. Octree navigation pipeline 


In this case, there no small space inside 
the occupied area, and the path is built appro- 
priately around the obstacle. 

In this manner, the mobile robot will be 
able to recognize and to avoid the obstacle, 
which was found on the way from the star- 
ting point to the goal. The mobile robot will 
change the route, which was built, accor- 
dingly to the obstacle, which was found. Es 


Fig. 4. Projection converted 
into polygon obstacle 
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Conclusions 

The result of the work presented above 
was the development of a new system for re- 
cognizing objects in the path of the robot, 
which is not at the same level as the mobile 
robot's lasers. The paper discusses various 
methods and algorithms for navigation that 
exist. The stages of the research and the ob- 
tained results are also described. As a result 
of using a new system using a Realsense ca- 
mera, it was found that such a system is bet- 
ter and more efficient than using only lasers. 
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